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2.8
Namur Valves

Selected models are available for
explosion hazardous environment.
They are ATEX-Ex certified.
For detailed information refer to
chapter 2.12.

Selected models are available for low
temperature application.
Temperature-range: - 50° C to + 50° C.
For detailed information refer to chapter 2.9.

Namur 1/4” also called “Namur 1”
in accordance to VDI / VDE 3845.
Namur 1/2” also called “Namur 2”.

2.8

316Selected models are available
in stainless steel.
For detailed information refer to
chapter 2.10.
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2.8

2.8
Namur szelepek



316

316
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2.8.1.1.1

MNH 310 701/MNH 310 711/MNH 311 701
MNOH 310 701/MNK 310 701/MNK 311 701

MNH 310 701
MNK 310 701
MNH 310 701 NPT

MNH 310 711 MNH 311 701
MNK 311 701
MNH 311 701 NPT

3/2-way solenoid valve, actuated by permanent
signal. Interface according to 1/4” Namur
standard, with exhaust air recirculation (“purge”).

Type MNH 31_ 7_1 normally closed
Type MNOH 31_ 701 normally open
Type MNK 31_ 701 n.c. low power

MNH 310 701, MNH 310 711, MNOH 310 701
and MNK 310 701 with pneumatic spring return,
MNH 311 701 and MNK 311 701 with combined
spring assuring a fail-safe function.

MNH generally with manual override to turn with
actuators 230V/50Hz, 110V/50Hz, 24V/50Hz,
48V=, 24V=, 12V=.
Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

MNK with manual override to push with actuators
230V/50Hz, 110V/50Hz, 24V/50Hz, 24V=,
12V=, 6V=

Delivery includes 1 pin, 2 screws and 2 O-rings.

Selected products displayed on this page are
also available NPT threaded.

MNH 310 701/MNH 311 701/MNOH 310 701
MNH 310 701 NPT/MNH 311 701 NPT

MNH 310 711 ports 1 and 3 are swapped!

MNK 310 701/MNK 311 701

MNOH 310 701

Type Function Port size Air flow Operating press. Power cons. Weight

MNH 310 701 n.c. G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNOH 310 701 n.o. G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 310 711 n.c. G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 311 701 n.c. G 1/4” 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNK 310 701 n.c. G 1/4” 1250 l/min 2 - 10 bar 1,8 W = / 3 VA ~ 0,21 kg

MNK 311 701 n.c. G 1/4” 1250 l/min 2,5 - 10 bar 1,8 W = / 3 VA ~ 0,21 kg

MNH 310 701 NPT n.c. 1/4” NPT 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 311 701 NPT n.c. 1/4” NPT 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,26 kg

oldal 150
2.8..1.1.1

MNH 310 701/MNH 310 711/MNH 311 701
MNOH 310 701/MNH 310 121

MNH 310 701
MNH 310 121

MNH 310 711 MNH 311 701

Elektromos vezérlésű 3/2-es monostabil NAMUR
szelep visszakeringetett leszellőztetéssel, kézi
segédműködtetéssel

Típusok
MNH 3_ _ _ _ _ alaphelyzetben zárt
MNOH 3_ _ _ _ _ alaphelyzetben nyitott

MNH 310 701, MNH 310 711, MNH 310 121 és
MNOH 310 701 szelepek pneumatikus légrugó
visszaállításúak.
Az MNH 311 701 szelep visszaállítását – nyomáskiesés
esetén is működő – mechanikus
rugó is segíti.
Az MNH 310 711 szelep esetén az 1-es és 3-as
csatlakozások felcserélve

Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC

Kérésre kisebb elektromos teljesítményű (1,8W/3VA)
elővezérlővel is rendelhető. További információ: 2.9.1.
oldalon
Típusszám: MNK 3_ _ 701
A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel,
viszont mágnestekercs és elektromos csatlakozó
nélkül szállítjuk
Mágnestekercsek: 2.9. oldalon

MNH 310 701/MNH 311 701/MNOH 310 701

MNH 310 711
Az 1-es és 3-as csatlakozások felcserélve!

A tisztán légrugó-visszaállítású szelepek ATEX
minősítéssel ellátott EEx m és EEx ia kivitelben
is rendelkezésre állnak. 2.9.4. oldal.

MNH 310 121

MONH 310 701

Típusszám Működés Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 310 701 n.c. G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNOH 310 701 n.o. G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 310 711 n.c. G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 311 701 n.c. G 1/4“ 1250 l/min 2,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 310 121 n.c. G 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,72 kg
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2.8.1.1.2

MNH 310 101/MNH 311 101
MNH 310 121/MNH 311 121

3/2-way solenoid valve, actuated by permanent
signal. Interface according to Namur standard,
with exhaust air recirculation (“purge”).

Type 101 according to 1/4” Namur standard
Type 121 according to 1/2” Namur standard

MNH 310 101, MNH 310 121 with pneumatic
spring return, MNH 311 101 and MNH 311 121 with
combined spring assuring a fail-safe function.

Available with actuators:
230V/50Hz, 110V/50Hz, 24V/50Hz, 48V=,
24V=, 12V=.

The valves are generally equipped with manual
override to turn.

Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

Selected products displayed on this page are
also available NPT threaded..

MNH 310 101/MNH 311 101

MNH 310 121/MNH 311 121
MNH 310 121 NPT/MNH 311 121 NPT

MNH 310 101
MNH 310 121
MNH 310 121 NPT

MNH 311 101
MNH 311 121
MNH 311 121 NPT

Type Namur Port size Air flow Operating press. Power cons. Weight

MNH 310 101 1/4” G 3/8” 2250 l/min 1,5 - 10 bar 3 W = / 5 VA ~ 0,55 kg

MNH 311 101 1/4” G 3/8” 2250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,55 kg

MNH 310 121 1/2” G 1/2” 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 311 121 1/2” G 1/2” 3000 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 310 121 NPT 1/2” 1/2” NPT 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 311 121 NPT 1/2” 1/2” NPT 3000 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,70 kg
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MNH 310 701 NPT/MNH 311 701 NPT
MNH 310 121 NPT/MNH 311 121 NPT

Elektromos vezérlésű 3/2-es monostabil NAMUR
szelep
visszakeringetett leszellőztetéssel, kézi
segédműködtetéssel

MNH 310 701 NPT és MNH 310 121 NPT szelepek
pneumatikus légrugó visszaállításúak.
Az MNH 311 701 NPT és MNH 311 121 NPT
szelepek visszaállítását – nyomáskiesés esetén is
működő – mechanikus rugó is segíti.

Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC

A szelepet rögzítő csavarokkal, helyező stifttel
és tömítésekkel, viszont mágnestekercs és
elektromos csatlakozó nélkül szállítjuk
Mágnestekercsek: 2.9. oldalon

MNH 310 701 NPT/MNH 311 701 NPT

MNH 310 121 NPT/MNH 311 121 NPT

MNH 310 701 NPT
MNH 310 121 NPT

MNH 311 701 NPT
MNH 311 121 NPT

Típusszám Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 310 701 NPT NPT 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 311 701 NPT NPT 1/4“ 1250 l/min 2,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 310 121 NPT NPT 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,72 kg

MNH 311 121 NPT NPT 1/2“ 3000 l/min 2,5 - 10 bar 3 W / 5 VA 0,72 kg
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2.8.1.2.1

MNH 510 701/MNH 510 711/MNH 511 701
MNH 511 711/MNK 510 701/MNK 511 701

5/2-way solenoid valve, actuated by permanent
signal. Interface according to 1/4” Namur standard.

MNH 510 701, MNH 510 711 and MNK 510 701
with pneumatic spring return, MNH 511 701,
MNH 511 711 and MNK 511 701 with combined spring.

MNH generally with manual override to turn with
actuators 230V/50Hz, 110V/50Hz, 24V/50Hz,
48V=, 24V=, 12V=.
Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

MNK with manual override to push with actuators
230V/50Hz, 110V/50Hz, 24V/50Hz, 24V=,
12V=, 6V=.
Delivery includes 1 pin, 2 screws and 2 O-rings.

Selected products displayed on this page are also
available NPT threaded.

MNH 510 701/MNH 511 701
MNH 510 701 NPT/MNH 511 701 NPT

MNH 510 711/MNH 511 711
ports 2,4,3,5 are swapped!

MNK 510 701/MNK 511 701

MNH 510 701
MNK 510 701
MNH 510 701 NPT

MNH 510 711 MNH 511 701
MNK 511 701
MNH 511 701 NPT

Type Port size Air flow Operating press. Power consumption Weight

MNH 510 701 G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 510 711 G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 511 701 G 1/4” 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 511 711 G 1/4” 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNK 510 701 G 1/4” 1250 l/min 2 - 10 bar 1,8 W = / 3 VA ~ 0,21 kg

MNK 511 701 G 1/4” 1250 l/min 2,5 - 10 bar 1,8 W = / 3 VA ~ 0,21 kg

MNH 510 701 NPT 1/4” NPT 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,26 kg

MNH 511 701 NPT 1/4” NPT 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,26 kg
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2.8.1.2.1

MNH 510 701/MNH 510 711
MNH 511 701/MNH 510 121

Elektromos vezérlésű 5/2-es monostabil NAMUR
szelep kézi segédműködtetéssel

MNH 510 701, MNH 510 711 és MNH 510 121
szelepek pneumatikus légrugó visszaállításúak.
Az MNH 511 701 szelep visszaállítását – nyomáskiesés
esetén is működő – mechanikus
rugó is segíti.

Az MNH 510 711 szelep esetén az 2-es és 4-es,
valamint a 3-as és 5-ös csatlakozások felcserélve

Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC

Kérésre kisebb elektromos teljesítményű (1,8W / 3VA)
elővezérlővel is rendelhető.
További információ: 2.9.1. oldalon
Típusszám: MNK 5_ _ 701

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel, viszont mágnestekercs és elektromos
csatlakozó nélkül szállítjuk
Mágnestekercsek: 2.9. oldalon

MNH 510 701/MNH 511 701

MNH 510 711 Az 2-es, 4-es, valamint a 3-as
és 5-ös csatlakozások felcserélve!

MNH 510 121

A tisztán légrugó-visszaállítású szelepek ATEX
minősítéssel ellátott EEx m és EEx ia kivitelben is
rendelkezésre állnak. 2.9.4. oldal.

MNH 510 701
MNH 510 121

MNH 510 711 MNH 511 701

Típusszám Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 510 701 G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 510 711 G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 511 701 G 1/4“ 1250 l/min 2,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 510 121 G 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,72 kg
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2.8.1.2.2

MNH 510 101/MNH 511 101
MNH 510 121/MNH 511 121

5/2-way solenoid valve, actuated by permanent
signal. Interface according to Namur standard.

Type 101 according to 1/4” Namur standard
Type 121 according to 1/2” Namur standard

MNH 510 101, MNH 510 121 with pneumatic
spring return, MNH 511 101 and MNH 511 121 with
combined spring.

Available with actuators:
230V/50Hz, 110V/50Hz, 24V/50Hz, 48V=,
24V=, 12V=.

The valves are generally equipped with manual
override to turn.

Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

Selected products displayed on this page are
also available NPT threaded.

MNH 510 101/MNH 511 101

MNH 510 121/MNH 511 121
MNH 510 121 NPT/MNH 511 121 NPT

MNH 510 101
MNH 510 121
MNH 510 121 NPT

MNH 511 101
MNH 511 121
MNH 511 121 NPT

Type Namur Port size Air flow Operating press. Power cons. Weight

MNH 510 101 1/4” G 3/8” 2250 l/min 1,5 - 10 bar 3 W = / 5 VA ~ 0,55 kg

MNH 511 101 1/4” G 3/8” 2250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,55 kg

MNH 510 121 1/2” G 1/2” 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 511 121 1/2” G 1/2” 3000 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 510 121 NPT 1/2” 1/2” NPT 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,70 kg

MNH 511 121 NPT 1/2” 1/2” NPT 3000 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,70 kg
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2.8.1.2.2

MNH 510 701 NPT/MNH 511 701 NPT
MNH 510 121 NPT/MNH 511 121 NPT

Elektromos vezérlésű 5/2-es monostabil NAMUR
szelep kézi segédműködtetéssel

MNH 510 701 NPT, MNH 510 121 NPT szelepek
pneumatikus légrugó visszaállításúak.
Az MNH 511 701 NPT és MNH 511 121 NPT
szelepek visszaállítását – nyomáskiesés esetén is
működő – mechanikus rugó is segíti.

Az MNH 510 711 szelep esetén az 2-es és 4-es,
valamint a 3-as és 5-ös csatlakozások felcserélve

Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel, viszont mágnestekercs és elektromos
csatlakozó nélkül szállítjuk
Mágnestekercsek: 2.9. oldalon

MNH 510 701 NPT/MNH 511 701 NPT

MNH 510 121 NPT/MNH 511 121 NPT

MNH 510 701 NPT
MNH 510 121 NPT

MNH 511 701 NPT
MNH 511 121 NPT

Típusszám Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 510 701 NPT NPT 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 511 701 NPT NPT 1/4“ 1250 l/min 2,5 - 10 bar 3 W / 5 VA 0,27 kg

MNH 510 121 NPT NPT 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,72 kg

MNH 511 121 NPT NPT 1/2“ 3000 l/min 2,5 - 10 bar 3 W / 5 VA 0,72 kg



316
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2.8.1.2.3

MNH 520 701/MNH 520 101/MNH 520 121
MNK 520 701

MNH 520 701
MNH 520 101
MNH 520 121
MNK 520 701
MNH 520 701 NPT
MNH 520 121 NPT

5/2-way solenoid valve actuated by impulse.
Position is kept until next electrical signal even
when not attached to electrical source. Interface
according to Namur standard.

MNH generally with manual override to turn with
actuators 230V/50Hz, 110V/50Hz, 24V/50Hz,
48V=, 24V=, 12V=.
Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

MNK with manual override to push with actuators
230V/50Hz, 110V/50Hz, 24V/50Hz, 24V=,
12V=, 6V=.
Delivery includes 1 pin, 2 screws and 2 O-rings.

Selected products displayed on this page are also
available NPT threaded.

MNH 520 701/MNH 520 701 NPT

MNH 520 101

MNH 520 121/MNH 520 121 NPT

MNK 520 701

Type Namur Port size Air flow Operating press. Power cons. Weight

MNH 520 701 1/4” G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,35 kg

MNH 520 101 1/4” G 3/8” 2250 l/min 1,5 - 10 bar 3 W = / 5 VA ~ 0,84 kg

MNH 520 121 1/2” G 1/2” 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,87 kg

MNK 520 701 1/4” G 1/4” 1250 l/min 2 - 10 bar 1,8 W = / 3 VA ~ 0,31 kg

MNH 520 701 NPT 1/4” 1/4” NPT 1250 l/min 1,5 - 10 bar 3 W = / 5 VA ~ 0,35 kg

MNH 520 121 NPT 1/2” 1/2” NPT 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,87 kg
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2.8.1.2.3

MNH 520 701 (NPT)/MNH 520 121 (NPT)

MNH 520 701
MNH 520 701 NPT
MNH 520 121
MNH 520 121 NPT

Elektromos vezérlésű 5/2-es bistabil NAMUR szelep
kézi segédműködtetéssel

Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC

Kérésre kisebb elektromos teljesítményű (1,8W / 3VA)
elővezérlővel is rendelhető. További információ:
2.9.1. oldalon
Típusszám: MNK 5_ _ 701

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel, viszont mágnestekercs és elektromos
csatlakozó nélkül szállítjuk
Mágnestekercsek: 2.9. oldalon

MNH 520 701/MNH 520 701 NPT

Az MNH 520 701 és MNH 520 121 szelepek
ATEX minősítéssel ellátott EEx m és EEx ia
kivitelben is rendelkezésre állnak. 2.9.4. oldal.

MNH 520 121/MNH 520 121 NPT

Típusszám Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 520 701 G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,37 kg

MNH 520 701 NPT NPT 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,37 kg

MNH 520 121 G 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,89 kg

MNH 520 121 NPT NPT 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,89 kg
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2.8.1.3

Namur-Flex

5/2-way solenoid valve, actuated by permanent
signal. Interface according to 1/4“ Namur
standard. Adding the „Flex-Pack“, converts the
valve into a 3/2-way-Namurvalve with exhaust-air
recirculation (“purge”).

MNH 350 701 with pneumatic spring return,
MNH 351 701 with combined spring.

Valves are available with solenoid operators:
230V/50Hz, 110V/50Hz, 24V/50Hz, 48V=,
24V=, 12V=

Valves are generally equipped with manual
override.

Delivery of valve includes 1 pin, 2 screws,
2 O-rings and 1 connector.

Instead of the Flex-Pack the „Flex-regulator“
Type DRF 601 converts the function of the valve
and offers the possibility to control opening-
and closing-speed of a spring-return actuator
independently.

Delivery of FP 701 and DRF 3 601 includes longer
screws, seals as well as a plug to close port 3 of
the valve.

MNH 350 701/MNH 351 701

FP 701 K/FP 701 A

MNH 350 701 and
Flex-Pack FP 701 on
single acting act.

MNH 350 701 and
Flex-Regulator DRF 3 601
on single acting act.

MNH 350 701 on
double acting act.

DRF 3 601

Type Port size Air flow Operating press. Power Consumption Weight

MNH 350 701 G 1/4” 1250 l/min 2 - 10 bar 3 W = / 5 VA ~ 0,24 kg

MNH 351 701 G 1/4” 1250 l/min 2,5 - 10 bar 3 W = / 5 VA ~ 0,24 kg

Type Material Orifice 4 Orifice 2-3 Weight

FP 701 K PA 7 mm 4 mm 0,012 kg

FP 701 A alu 7 mm 4 mm 0,016 kg

DRF 3 601 alu + brass 0,5 - 6 mm 4 mm 0,18 kg

316

316

316
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2.8.1.3

MNH 531 701 (NPT)/MNH 531 121 (NPT)
MNH 532 701

Elektromos vezérlésű 5/3-as NAMUR szelep,
stabil középállással, rugó-visszaállítással, kézi
segédműködtetéssel

Típusok
MNH 531 _ _ _ – középállásban zárt
MNH 532 _ _ _ – középállásban leszellőztetett
Kérésre további 5/3-as kivitelű szelep is rendelhető
Választható feszültségek
12V DC, 24V DC, 48V DC
24V AC, 110V AC, 230V AC
Kérésre kisebb elektromos teljesítményű (1,8W / 3VA)
elővezérlővel is rendelhető. További információ:
2.9.1. oldalon Típusszám: MNK 5_ _ 701

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel, viszont mágnestekercs és elektromos
csatlakozó nélkül szállítjuk Mágnestekercsek:
2.9. oldalon

Az MNH 531 701 és MNH 531 121 szelepek
ATEX minősítéssel ellátott EEx m és EEx ia
kivitelben is rendelkezésre állnak. 2.9.4. oldal.

MNH 531 701
MNH 531 701 NPT
MNH 531 121
MNH 531 121 NPT

MNH 531 701/MNH 532 701/MNH 531 701 NPT

MNH 531 121/MNH 532 121 NPT

MNH 532 701

Típusszám Csatlakozás Átáramlás Üzemi nyomás Teljesítményigény Tömeg

MNH 531 701 G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,34 kg

MNH 531 701 NPT NPT 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,34 kg

MNH 532 701 G 1/4“ 1250 l/min 1,5 - 10 bar 3 W / 5 VA 0,34 kg

MNH 531 121 G 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,89 kg

MNH 531 121 NPT NPT 1/2“ 3000 l/min 1 - 10 bar 3 W / 5 VA 0,89 kg
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MNH 531 701/MNH 532 701/MNH 531 101
MNH 531 121/MNK 531 701

2.8.1.4

5/3-way solenoid valve with spring return to middle
position. Interface according to Namur standard.

Type 531 centre closed
Type 532 centre exhausted

Other versions on request.

MNH generally with manual override to turn with
actuators 230V/50Hz, 110V/50Hz, 24V/50Hz,
48V=, 24V=, 12V=.
Delivery includes 1 pin, 2 screws, 2 O-rings and
1 connector.

MNK with manual override to push with actuators
230V/50Hz, 110V/50Hz, 24V/50Hz, 24V=,
12V=, 6V=.
Delivery includes 1 pin, 2 screws and 2 O-rings.

Selected products displayed on this page are also
available NPT threaded.

MNH 531 701
MNH 531 101
MNH 531 121
MNK 531 701
MNH 531 701 NPT
MNH 531 121 NPT

MNH 531 701/MNH 532 701/MNH 531 701 NPT

MNH 531 101

MNH 531 121/MNH 531 121 NPT

MNK 531 701

MNH 532 701

Type Namur Port size Air flow Operating press. Power cons. Weight

MNH 53_ 701 1/4” G 1/4” 1250 l/min 3 - 10 bar 3 W = / 5 VA ~ 0,36 kg

MNH 531 101 1/4” G 3/8” 2250 l/min 1,5 - 10 bar 3 W = / 5 VA ~ 0,84 kg

MNH 531 121 1/2” G 1/2” 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,87 kg

MNK 531 701 1/4” G 1/4” 1250 l/min 3 - 10 bar 1,8 W = / 3 VA ~ 0,32 kg

MNH 531 701 NPT 1/4” 1/4” NPT 1250 l/min 3 - 10 bar 3 W = / 5 VA ~ 0,36 kg

MNH 531 121 NPT 1/2” 1/2” NPT 3000 l/min 1,0 - 10 bar 3 W = / 5 VA ~ 0,87 kg
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2.8.2.1

PN 310 701/PN 311 701/PN 310 121

PN 310 701
PN 310 121

PN 311 701

PN 310 701/PN 311 701

PN 310 121

Type Namur Port size Air flow Operating press. Actuation press. Weight

PN 310 701 1/4“ G 1/4“ - G 1/8“ 1250 l/min 2 - 10 bar the same 0,20 kg

PN 311 701 1/4“ G 1/4“ - G 1/8“ 1250 l/min 3 - 10 bar 3 - 10 bar 0,20 kg

PN 310 121 1/2“ G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar the same 0,62 kg

Pneumatically actuated 3/2-way spool valve. Inter-
face according to Namur standard with exhaust
recirculation („purge”).

PN 310 701 and PN 310 121 with pneumatic spring.
For valves with pure pneumatic spring operating
and actuation pressure should be at the same level.
PN 311 701 with combined mechanical and
pneumatic spring return.

Port sizes type 701: 1 and 3: G 1/4”
12: G 1/8”

Port sizes type 121: 1 and 3: G 1/2”
12: G 1/8”

Delivery includes 1 pin, 2 screws and 2 O-rings.

NPT threaded valves are available on request.
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2.8.2.2

PN 510 701/PN 511 701/PN 510 121
PN 520 701/PN 520 121

Pneumatically actuated 5/2-way spool valve. Inter-
face according to Namur standard.

PN 510 701 and PN 510 121 with pneumatic spring.
For valves with pure pneumatic spring operating
and actuationpressure should be at the same level.
PN 511 701 with combined mechanical and pneu-
matic spring return.

Port sizes type 701: 1, 3 and 5: G 1/4”
12 and 14: G 1/8”

Port sizes type 121: 1, 3 and 5: G 1/2”
12 and 14: G 1/8”

Delivery includes 1 pin, 2 screws and 2 O-rings.

NPT threaded valves are available on request.

Type Namur Port size Air flow Operating press. Actuating press. Weight

PN 510 701 1/4” G 1/4” - G 1/8” 1250 l/min 1 - 10 bar the same 0,19 kg

PN 511 701 1/4” G 1/4” - G 1/8” 1250 l/min 3 - 10 bar 3 - 10 bar 0,19 kg

PN 510 121 1/2” G 1/2” - G 1/8” 3000 l/min 1 - 10 bar the same 0,60 kg

PN 520 701 1/4” G 1/4” - G 1/8” 1250 l/min 1 - 10 bar 2,5 - 10 bar 0,22 kg

PN 520 121 1/2” G 1/2” - G 1/8” 3000 l/min 1 - 10 bar 2,5 - 10 bar 0,67 kg

PN 510 701/PN 511 701

PN 510 121

PN 520 701PN 520 121

PN 510 701
PN 510 121

PN 511 701 PN 520 701
PN 520 121
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2.8.2.1

PN 310 701/PN 311 701/PN 310 121

PN 310 701
PN 310 121

PN 311 701

Pneumatikus vezérlésű 3/2-es monostabil
NAMUR szelep visszakeringetett leszellőztetéssel

PN 310 701, PN 310 121 szelepek pneumatikus
légrugó visszaállításúak.
A PN 311 701 szelep visszaállítását –
nyomáskiesés esetén is működő – mechanikus
rugó is segíti.

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel szállítjuk

PN 310 701/PN 311 701

PN 310 121

A PN 310 701 és PN 310 121 típusú szelepek
ATEX minősítéssel ellátott EEx II 2G/D c T6
kivitelben is rendelkezésre állnak

Típusszám Csatlakozás Átáramlás Üzemi nyomás Vezérlő nyomás Tömeg

PN 310 701 G 1/4“ - G 1/8“ 1250 l/min 1,5 - 10 bar azonos 0,20 kg

PN 311 701 G 1/4“ - G 1/8“ 1250 l/min 1,5 - 10 bar 3 - 10 bar 0,20 kg

PN 310 121 G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar azonos 0,62 kg
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2.8.2.3

PN 531 701/PN 531 121

Type Namur Port size Air flow Operating press. Actuation press. Weight

PN 531 701 1/4“ G 1/4“ - G 1/8“ 1250 l/min 1 - 10 bar 3 - 10 bar 0,22 kg

PN 531 121 1/2“ G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar 3 - 10 bar 0,67 kg

PN 531 701
PN 531 121

PN 531 701

PN 531 121

Pneumatically actuated 5/3-way spool valve with
spring return to middle position, centre closed.
Interface according to Namur standard.

Port sizes type 701: 1, 3 and 5: G 1/4”
12 and 14: G 1/8”

Port sizes type121: 1, 3 and 5: G 1/2”
12 and 14: G 1/8”

Other 5/3-way versions (centre exhausted or
pressurised) are available on request.

Delivery includes 1 pin, 2 screws and 2 O-rings.

NPT threaded valves are available on request.
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2.8.2.2.1

PN 510 701/PN 511 701/PN 510 121

PN 510 701
PN 510 121

PN 511 701

Pneumatikus vezérlésű 5/2-es monostabil
NAMUR szelep

PN 510 701, PN 510 121 szelepek pneumatikus
légrugó visszaállításúak.
A PN 511 701 szelep visszaállítását –
nyomáskiesés esetén is működő – mechanikus
rugó is segíti.

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel szállítjuk

PN 510 701/PN 511 701

PN 510 121

A PN 510 701 és PN 510 121 típusú szelepek
ATEX minősítéssel ellátott EEx II 2G/D c T6
kivitelben is rendelkezésre állnak

Típusszám Csatlakozás Átáramlás Üzemi nyomás Vezérlő nyomás Tömeg

PN 510 701 G 1/4“ - G 1/8“ 1250 l/min 2 - 10 bar azonos 0,19 kg

PN 511 701 G 1/4“ - G 1/8“ 1250 l/min 2 - 10 bar 3 - 10 bar 0,19 kg

PN 510 121 G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar azonos 0,60 kg
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2.8.3

HVN 311 701/HVRN 320 701
HVN 511 701/HVRN 520 701

Type Function Port size Air flow Operating press. Actuating force Weight

HVN 311 701 3/2-way spring G 1/4“ 1250 l/min 1 - 10 bar 20 N 0,24 kg

HVRN 320 701 3/2-way indexed G 1/4“ 1250 l/min 1 - 10 bar 20 N 0,24 kg

HVN 511 701 5/2-way spring G 1/4“ 1250 l/min 1 - 10 bar 20 N 0,24 kg

HVRN 520 701 5/2-way indexed G 1/4“ 1250 l/min 1 - 10 bar 20 N 0,24 kg

HVN 311 701 HVRN 320 701 HVN 511 701 HVRN 520 701

Lever actuated spool valves with 1/4” Namur
interface. 4 versions are offered:

HVN 311 701 3/2-way, normally closed
with spring return

HVRN 320 701 3/2-way, normally closed,
indexed

HVN 511 701 5/2-way with spring return
HVRN 520 701 5/2-way indexed

3/2-way valves are normally closed and offer
exhaust air recirculation („purge”).

The lever is sealed against the valve by using a
metal ball.

Exhaust can be throttled.

Delivery includes 1 pin, 2 screws and 2 O-rings.

NPT threaded versions and 5/3-way valves are
available on request.

HVN 311 701/HVRN 320 701

HVN 511 701/HVRN 520 701
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2.8.2.2.2

PN 520 701/PN 520 121

PN 520 701
PN 520 121

Pneumatikus vezérlésű 5/2-es bistabil NAMUR
szelep

A szelepet rögzítő csavarokkal, helyező stifttel
és tömítésekkel szállítjuk

PN 520 701

PN 520 121

A szelepek ATEX minősítéssel
ellátott EEx II 2G/D c T6 kivitelben is
rendelkezésre állnak

Típusszám Csatlakozás Átáramlás Üzemi nyomás Vezérlő nyomás Tömeg

PN 520 701 G 1/4“ - G 1/8“ 1250 l/min 2 - 10 bar 2,5 - 10 bar 0,22 kg

PN 520 121 G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar 2,5 - 10 bar 0,67 kg
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2.8.4.1.1

DRN 3 601/DRN 3 611 /DRN 3 128

Block form flow regulator as intermediate plate,
interface according to Namur standard, for 3/2-way
valves with exhaust air recirculation.

To regulate the forward stroke of a single acting
pneumatic actuator and to regulate the exhaust air
going into the spring return unit. DRN 3 601 and
DRN 3 128 to be operated manually, DRN 3 611 with
a screw-driver.

Delivery includes 1 pin, 2 screws, 2 O-rings.

DRN 3 601

DRN 3 611

DRN 3 601
DRN 3 611
DRN 3 128

DRN 3 128

Type Function Namur Port size Max. air flow Operating pressure Weight

DRN 3 601 3-way 1/4” Ø 5 mm 650 l/min 0,5 - 10 bar 0,18 kg

DRN 3 611 3-way 1/4” Ø 5 mm 650 l/min 0,5 - 10 bar 0,18 kg

DRN 3 128 3-way 1/2” Ø 8 mm 1.500 l/min 0,5 - 10 bar 0,60 kg
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2.8.2.3

PN 531 701/PN 531 121

PN 531 701
PN 531 121

PN 531 701

PN 531 121

Pneumatikus vezérlésű 5/3-as NAMUR szelep
stabil középállással, rugó-visszaállítással

Típusok
PN 531 _ _ _ – középállásban zárt

Kérésre további 5/3-as kivitelű szelep is rendelhető

A szelepet rögzítő csavarokkal, helyező stifttel és
tömítésekkel szállítjuk

A szelepek ATEX minősítéssel
ellátott EEx II 2G/D c T6 kivitelben is
rendelkezésre állnak

Típusszám Csatlakozás Átáramlás Üzemi nyomás Vezérlő nyomás Tömeg

PN 531 701 G 1/4“ - G 1/8“ 1250 l/min 2 - 10 bar 3 - 10 bar 0,22 kg

PN 531 121 G 1/2“ - G 1/8“ 3000 l/min 1 - 10 bar 3 - 10 bar 0,67 kg
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2.8.4.1.2

DRN 5 601/DRN 5 611/DRN 5 501

DRN 5 601

DRN 5 611

DRN 5 601
DRN 5 611
DRN 5 501

Block form flow regulator as intermediate plate,
interface according to 1/4“ Namur standard, for
5-way valves only.

To regulate the forward- and backward-stroke of a
double acting pneumatic actuator. DRN 5 601 and
DRN 5 501 to be operated manually, DRN 5 611 with
a screw-driver. DRN 5 501 has 2 ports G 1/8” to be
used when non Namurpilot-valve is in use.

Delivery includes 1 pin, 2 screws, 2 O-rings.

Delivery of DRN 5 501 includes additionally 2 longer
screws for usage with Namurpilot-valve.

DRN 5 501

Type Function Port size Max. air flow Operating pressure Weight

DRN 5 601 5-way Ø 5 mm 650 l/min 0,5 - 10 bar 0,18 kg

DRN 5 611 5-way Ø 5 mm 650 l/min 0,5 - 10 bar 0,18 kg

DRN 5 501 5-way G 1/8“ 650 l/min 0,5 - 10 bar 0,17 kg
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2.8.3

HVN 311 701/HVRN 320 701
HVN 511 701/HVRN 520 701

HVN 311 701 HVRN 320 701 HVN 511 701

Kézi működtetésű 3/2-es és 5/2-es NAMUR
szelepek

Típusok
HVN 311 701 – 3/2-es monostabil szelep
alaphelyzetben zárt, rugó-visszaállítással
HVRN 320 701 – 3/2-es bistabil szelep

HVN 511 701 – 5/2-es monostabil szelep
rugó-visszaállítással
HVRN 520 701 – 5/2-es bistabil szelep

A 3/2-es szelepek visszakeringetett
leszellőztetéssel

Kérésre 5/3-as kivitelű szelepek is rendelhetők

A szelepet rögzítő csavarokkal, helyező stifttel
és tömítésekkel szállítjuk

HVN 311 701/HVRN 320 701

HVN 511 701/HVRN 520 701

HVRN 520 701

Típusszám Működés Csatlakozás Átáramlás Üzemi nyomás Működtető erő Tömeg

HVN 311 701 3/2 monostabil G 1/4“ 1.250 l/min 1 - 10 bar 20 N 0,24 kg

HVRN 320 701 3/2 bistabil G 1/4“ 1.250 l/min 1 - 10 bar 20 N 0,24 kg

HVN 511 701 5/2 monostabil G 1/4“ 1.250 l/min 1 - 10 bar 20 N 0,24 kg

HVRN 520 701 5/2 bistabil G 1/4“ 1.250 l/min 1 - 10 bar 20 N 0,24 kg
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2.8.4.2

HVRZN 731 701/HVRZN 731 702

HVRZN 731 701

Lever valve for direct assemblage to an actuator
with 1/4” Namur interface.

Valves offer the possibility to override a positioner.

Version 731 701:
Normally the lever is in the middle position and
the actuator is piloted by the positioner. In this
position the valve just feeds the signals from the
positioner through to the actuator.
In case of electric / electronic problems the
actuator can be opened or closed manually.

Advantages of version 701:
Only one lever to manipulate (no second actuation
elements).
Overrides in manual mode the positioner, manual
mode and automatic mode truly independent.

Version 731 702:
If the knob is pushed, air flows from the positioner
from Y to 4 and from X to 2.
If the knob is pulled valve is in manual mode.
The lever valve is to be used as a centre closed
5/3-way valve, actuator can be fully opened, fully
closed or put into intermediate position.

Advantage of version 702:
Offers in manual mode a centre closed 5/3-way-
valve. Version 701 is in manual mode a 5/2-way-
valve.

Safety lever:
In order to avoid unintended manual actuation
the lever of both versions has to be pulled
thoroughly for being manipulated out of
central position.

HVRZN 731 701

HVRZN 731 702

HVRZN 731 702

Type Function Port size Air flow Operating press. Actuating force Weight

HVRZN 731 701 5/2-way indexed G 1/4” 1250 l/min 1 - 10 bar ~ 25 N 0,53 kg

HVRZN 731 702 5/3-way indexed G 1/4” 1250 l/min 1 - 10 bar ~ 25 N 0,45 kg
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2.8.4

DRN 5 501/DRN 5 601/DRN 5 611
DRN 3 601/DRN 3 611

Dupla fojtó-visszacsapó szelep
A forgatóhenger és a NAMUR szelep közé építhető

Típusok
DRN 5 601, DRN 5 611 és DRN 5 501
szelepek az 5/2-es szelepek által vezérelt forgatóhengerek
mozgásának mindkét irányban történő, egymástól független
szabályozására alkalmas. A DRN 5 501 típus kiegészítésként
G1/8” menettel is ellátva

DRN 3 601 és DRN 3 611
szelepek a 3/2-es szelepek által vezérelt egyszeres
működésű forgatóhengerek mozgásának mindkét irányban
történő, egymástól független szabályozására alkalmas

Működtetés
601 típus: kézzel
611 típus: csavarhúzóval

A szelepeket 45mm hosszú rögzítő csavarokkal, helyező
stifttel és tömítésekkel szállítjuk.

DRN 5 601

DRN 5 611

DRN 3 601 DRN 3 611

DRN 5 501
DRN 5 601
DRN 5 611

DRN 3 601
DRN 3 611

Típusszám Működés Csatlakozás Működtetés Átáramlás Üzemi nyomás Tömeg

DRN 5 601 5-as Ø 5 mm kézzel 650 l/min 0,5 - 10 bar 0,18 kg

DRN 5 611 5-as Ø 5 mm csavarhúzóval 650 l/min 0,5 - 10 bar 0,18 kg

DRN 3 601 3-as Ø 5 mm kézzel 650 l/min 0,5 - 10 bar 0,18 kg

DRN 3 611 3-as Ø 5 mm csavarhúzóval 650 l/min 0,5 - 10 bar 0,18 kg

DRN 5 501 5 utú G 1/8“ kézzel 650 l/min 0,5 - 10 bar 0,18 kg

DRN 5 501
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2.8.4.3

PN 411 701/P 411 121

PN 411 701 P 411 121

The PN 411 701 is made for direct assemblage to
an actuator with 1/4” Namurinterface.
It offers a 1/4” Namurinterface towards the
pilot-valve (use as sandwich plate) as well as ports
G 1/4” for piped application.

The P 411 121 is an in-line-version for
high-flow-application, ported G1/2”.

Function:
As long as a pneumatic signal is applied, the valve
forwards the signals applied to 2 an 4 through to
X and Y. When no pneumatic signal is applied the
ports 2 and 4 are shortcut.

Typical application:
On automated process-valve equipped with a
gear-box for manual actuation in case of emergency.
When failure occurs, compressed air might get
trapped in the actuator. Manual operation might
damage the actuator. Valve assures, that the user
doesn‘t have to close the process valve against the
force of the air.

PN 411 701

P 411 121

Type Port size Air flow Operating press. Actuating press. Weight

PN 411 701 G 1/4” 1250 l/min 1,5 - 10 bar 3 - 10 bar 0,20 kg

P 411 121 G 1/2” 3000 l/min 1 - 10 bar 3 - 10 bar 0,63 kg

113122_VG_Hafner_Inh.indd 164 16.08.11 14:53



P

R

R

page 165

SENR-20
2.8.4.4

The valve is designed for fast closing of a spring-
return actuator with 1/4” Namur-interface.

Any 3/2-way valve can be used as pilot valve. The
interface towards the pilot valve is G 1/4”.
If requested the plate for the pilot-valve-interface
can be exchanged, e.g. by a Namur-interface
plate.

The block assures that only processed air that
has been used to open the actuator is used in the
spring-chamber (non-return-function). Excess air
is released very fast by the quick-exhaust valve,
exhaust-port G 1/2”, orifice 10 mm. The non-
return valve makes absolutely sure that no ambient
atmosphere can be sucked into the actuator.

Two exhaust-ports R allow that the product can
always be assembled so the silencer always faces
downwards.

Low-temperature version available on request.

SENR-20

SENR-20

Type Port size P Port size R Air flow P to 2 Air flow exhaust Pressure-range Weight

SENR 20 G 1/4” G 1/2” 1250 l/min 2500 l/min 2 - 10 bar 0,54 kg
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ZVP 701/ZVP 101/ZVP 121/ZVP 121-701
2.8.4.5

Plates to combine a Namur-valve with a double
acting cylinder / the actuation-element of a knife-
gate-valve.

ZVP 701 to be assembled onto a cylinder with
G 1/4“ ports (diameter 32, 40, 50 mm according to
ISO 6431/ISO 15552). Designed for an orifice-size
7 mm in combination with e.g. MNH 510 711.

ZVP 101 to be assembled onto a cylinder with
G 3/8“ ports (diameter 63, 80 mm according to
ISO 6431/ISO 15552). Designed for an orifice-size
10 mm in combination with e.g. MNH 510 101.

ZVP 121 to be assembled onto a cylinder with
G 1/2“ ports (diameter 100, 125 mm according to
ISO 6431/ISO 15552). Designed for an orifice-size
12 mm in combination with e.g. MNH 510 121.

ZVP 121 - 701 to be assembled onto a cylinder with G
1/2“ ports and equipped with a Namur-valve of 1/4“
standard.

Plate can be equipped with different kinds of
Namur-valves.

Delivery contains the plate and the banjo for
one port.
Straight male fittings and rotating elbow fittings
to make the other connection can be supplied
on request.

ZVP 701

ZVP 101

ZVP 121

ZVP 121-701

Type Port A Port B Namur Orifice Weight

ZVP 701 Banjo G 1/4” G 1/4” 1/4” 7 mm 0,35 kg

ZVP 101 Banjo G 3/8” G 3/8” 1/4” 10 mm 0,40 kg

ZVP 121 Banjo G 1/2” G 1/2” 1/2” 12 mm 0,45 kg

ZVP 121-701 Banjo G 1/2” G 1/4” 1/4” 7 mm 0,35 kg
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2.8.4.6

Mounting Accessories and Spare-part Kits

Mounting accessories for Namur products when
assembling them to an actuator.

O-ring seals are made from NBR 70° shore, fasteners
such as screws and pins are made from stainless steel
(A2) only.

FPNW 22-1/4:
Plate to convert a 5-way Namur-valve into an inline
valve. The Namur ports 2 and 4 are transferred into the
plate and offer G 1/4” BSP thread. Mounting plate can
be assembled independently and the valve is attached
later-on.

ZPN 6-10:
Adapter plate to be assembled onto an actuator with
1/2“ interface. A 1/4” Namur-valve can be assembled to
the plate. Safes money whenever the actuator does not
have to be operated fast.

ZPN 701-90:
Plate to rotate a Namur-valve on the actuator by 90°.
Orifice 7 mm assures full flow!

ZPN 5

ZPN 6-5

ZPN 8

FPNW 22-1/4

ZPN 6-10

Type Use and Content

ZPN 5A Intermediate plate, made from anodised aluminum 5 mm thick to be used in case a 30 mm
wide coil is to be assembled to a 22 mm wide 1/4” Namurvalve

ZPN 5K Intermediate plate, made from Polyamid 5 mm thick to be used in case a 30 mm wide coil
is to be assembled to a 22 mm wide 1/4” Namurvalve

ZPN 8 Intermediate plate, made from anodised aluminum 8 mm thick to be used in case a 36 mm
wide coil is to be assembled to a 22 mm wide 1/4” Namurvalve

ZPN 6-5 Intermediate plate, made from anodised aluminum 5 mm thick to be used in case a 36 mm
wide coil is to be assembled to a 30 mm wide 1/2” Namurvalve

FPNW
Plate to convert a Namurvalve into an inline valve

22-1/4

ZPN 6-10 Adapter-plate G 1/2” actuator to G 1/4” valve

ZPN 701-90 Plate to turn a Namurvalve by 90° on the actuator
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Besides maximum flow of 1.250 Nl/min at compact
design there are 11 more competitive advantages
of the Hafner Namurvalves series 701.

O-ring-seal between coil
and valve-head to keep
moisture out.

Fixing screws and
accessories in
stainless steel

Fibre-enforced PA head,
aluminum-version on request

Operator made from brass
and steel, full stainless
steel version on request.

Fully encapsulated thermoplastic
coil, 360° turnable. Thermoset resin
coils and EEx-solenoid systems
class m and ia on request.

End-cap made from
brass, stainless steel
on request

Patented sealing
system with the
„swimming O-ring”

Body material:
Anodised aluminum

Manual override to turn in brass, version to
push in brass or in stainless steel
available on request, only in combination
with alu-head

Spool in stainless steel, other
inner-parts made from brass,
NBR, POM, brass-free version
on request

Nut with sealing effect to
keep moisture away
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Namur szerelési kellékek és pótalkatrészek

Szerelési kellékek különféle NAMUR szelepek
beépítéséhez

ZPN 5
5 mm vastag eloxált alumínium lap olyan Namur
szelepek szereléséhez, ahol a 30 mm széles
mágnestekercset kell a 22 mm széles szelepre
szerelni.
Pl.: EEx i.a.

ZPN 8
8 mm vastag eloxált alumínium lap olyan Namur
szelepek szereléséhez, ahol a 36 mm széles
mágnestekercset kell a 22 mm széles szelepre
szerelni.
Pl.: CS / FM engedélyezett tekercsek.

ZPN 6-5
5 mm vastag eloxált alumínium lap olyan Namur
szelepek szereléséhez, ahol a 36 mm széles
mágnestekercset kell a 30 mm széles szelepre
szerelni.
Pl.: CS / FM engedélyezett tekercsek.

ZPN 6-10
Szerelőlap a NAMUR csatlakozó felület
átalakításához.
A G1/4” NAMUR szelep csatlakozó felületét
G1/2”-ra alakítja.

FPNW 22-1/4
Alaplap a NAMUR csatlakozó felülettel rendelkező
szelep átalakításához.
A szelep 2-es, 4-es csatlakozásait G1/4”-os
menetes csatlakozássá alakítja.
Az alaplapot a szeleptől függetlenül lehet rögzíteni,
amelyre később a NAMUR szelep rögzíthető.

ZPN 5

ZPN 6-5

ZPN 8

FPNW 22-1/4

ZPN 6-10




